CARGO LASHING SERIES

e Cur range of tie downs, are manufactured as well with Ultra high tenacity Yarns, _either in
Polyester or in Polypropylene.

e Cur Polypropylene tie downs series, are guaranteed to a usage under UV light for 3 years.

TEXTILE SLING

EB WEBBING SLING

e Material Double Ply Polyester web sling width reinforced
lifitng eyes.

e Our new series of tie downs include, edge cutting resistant tapes, and others as antisliding,
properties up to a 100%over other's existent in the market, or in our catalog, also we
include the New series of automatic Retractable ratchet50 and 25.

e All our manufacturing is automated as possible; to avoid as minimum labor error, i.e. our stitching.
Total Length
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® Web Sling colour coded according to EN 1492-1(7:1). Model :EB

® Each sling is packed with CE declaration of conformity. . Easy to operate ratchet

L

POLYESTER MATERIAL

Elongation at breaking force ca. 12%

Elongation at WLL ca. 3% STRAIGHT CHOKE BASKET BASKET

Elongation - resistance in wet condition 100%

S pa—— % WORKING é 45
Specific weight 1.38 LOAD U P
LIMITS &
x1 x 0.8 x 2 x 1.4

PRODUCT IDENTITY
TOYO Webbing Sling original product with

label tag logo on polyester material. Length Of flxed Slde
EB Webbing Sling's lifting method and maximum Safety Working Load parameter. Label which
p . 4 inchCargo Lashing clearly identities
the products
Max. SWL= Mode Coefficient P*Working Load Limit Max. SWLof Lifting Method

Soft, yet strong
Polyester straps

A 4

, _ Double J-hooks
Single MaxWorking Load Limit 2-Leg Max.Working Load Limit 3inchCargo Lashing for good grip
i
Upright | Choked Upright | Choked | Upright | Choked Approx. Min. | Max. . . - P>
00 7 | 7 a5 |45 60c| a5+ | a5 a5 | a5 600 | 45 -60° 2 inchCargo Lashing Long Side
Code | Color Width Length|Length
(mm) m | m 1 inchCargo Lashing MOdeL . D |_
~ ~ ~ ~
01 & | U |2y || s [
1.0 0.8 2.0 1.4 1.0 | 07 1.4 112 1.0 0.8 |51|6:1|7:1 ( )
EB-01 1000 800 2000 | 1400 | 1000 | 700 | 1400 1120 | 1000 800 | 25| 25|30 1 | 100
EB-02 2000 | 1600 | 4000 | 2800 | 2000 | 1400 | 2800 2240 | 2000 1600 |50 (50| 60| 1 | 100
EB-03 3000 | 2400 | 6000 | 4200 | 3000 | 2100 | 4200 3360 | 3000 2400 [75[75[9 | 1 | 100 - - - - - -
Model Explanation Working Load(kg) Working length(m) Webbing width(mm)/(inch)
EB-04 4000 | 3200 | 8000 | 5600 | 4000 | 2800 | 5600 4480 | 4000 3200 [100(100(120| 1 | 100
~ = 25 (1"
EB-05 5000 | 4000 | 10000 | 7000 | 5000 | 3500 | 7000 5600 | 5000 4000 |125|125]|150 | 1 | 100 DLO10 U el 1000 4-8 9 (09
EB-06 6000 | 4800 | 12000 | 8400 | 6000 | 4200 | 8400 | 6720 | eoo0 | 4800 |150]150[180| 1 | 100 DLO15 1.5 T,4~8m 1500 4~8 25 (1"
EB-08 8000 6400 | 16000 | 11200 | 8000 | 5600 | 11200 | 8960 8000 6400 |200|200|240| 1 | 100 DL020 2 T,4~8m 2000 4~8 38 (1.5") /50 (2")
EB -10 10000 | 8000 | 20000 | 14000 | 10000 | 7000 | 14000 | 11200 | 10000 | 8000 [250(250(300| 1 | 100 DL030 3T4~12m 3000 4~12 38 (1.5") /50 (2")
EB-12 12000 | 9600 | 24000 | 16800 | 12000 | 8400 | 16800 | 13440 | 12000 | 9600 [300(300(300| 1 | 100 .
DL040 3T,4~12m 3000 4~12 50 (2")
EB-15 15000 | 12000 | 30000 | 21000 | 15000 | 10500 | 21000 | 16800 | 15000 | 12000 [200|200|240| 1 | 100
050 5 T,4~12m 4~12 50 (2")
DL05 5000
EB-20 20000 | 16000 | 40000 | 28000 | 20000 | 14000 | 28000 | 22400 | 20000 | 16000 |250|250|300( 1 | 100
o~ o~ o
EB-25 25000 | 20000 | 50000 | 35000 | 25000 | 17500 | 35000 | 28000 | 25000 | 20000 |300|300|300| 1 | 100 DLO80 8 T.5~12m 8000 4~12 75 (37
EB-30 30000 | 24000 | 60000 | 42000 | 30000 | 21000 | 42000 | 33600 | 30000 | 24000 |300{300|300| 1 | 100 DL100 10 T,5~12m 10000 4~12 100 (4")
T cas || st | s | s || cmwn | || s | amm | cro | o 7w o ——————————————————————————————————————————————————————————————
EB-50 50000 | 40000 | 100000 | 70000 | 50000 | 35000 | 70000 | 56000 | 50000 | 40000 1 | 100
|
J




EA-A ROUND SLING

The unique advantages of round slings:

SL’NG e Especially suitable for loading round object.

e The surface of round sling is smooth, does not cause damages to tender objects loaded.

® Round sling has the maximum load upto 3000T,effective length upto 100m,safety factor adopted , , , . , _ _
is normaly 7: 1, 6: 1. ¢ Various loading methods, including dragging or pulling loaded object.

e Round sling is made of high tension industrial yam(100%PES) ,the strands inside areas a form of e Various loading methods and load is bear evenly, enable the sling's usage life last longer.
endless cycle.The outside sleeve is also made of 100%PES,not for the loading,but to protect
the strands inside.

e High strength/weight ratio.

M L :EA-A Round Sling Round Sling
st in Choker Hitch in Straight Lift

EA-A Round Sling's lifting method and maximum Safety Working Load parameter.

é N
Max. SWL=Mode Coefficient P*Working Load Limit Max. SWL of Lifting Method
Single Max. Working Load Limit 2-Leg Max. Working Load Limit
B
Upright | Choked | Upright | Choked
Upright | Choked 45 5 45°.60°| 45°-60° Approx. Min. Max.
0°-7° | 7°-45°| 45°-60° | 45° ¥ ¥ - -
M (o] d e |_ . EA Code | Color Width | Length | Length
@ @ N, ~ - ~ - (mm) (m) (m)
EA Round Sling's lifting method and maximum Safety Working Load ¢ U B ENNPN | F PN B o
oun Ing's 1HTting method and maximum oarety Wworking Load paramezter.
7 ~ 1.0 0.8 2.0 1.4 1.0 | 07 1.4 112 1.0 0.8
EA-A-01 1000 800 2000 | 1400 | 1000 | 700 | 1400 1120 1000 800 50 1 100
EA-A-02 2000 1600 | 4000 | 2800 | 2000 | 1400 | 2800 2240 2000 1600 60 1 100
. L . EA-A-03 3000 2400 | 6000 | 4200 | 3000 | 2100 | 4200 3360 3000 2400 70 1 100
Working Load Limit Multi-set
EA-A-04 4000 3200 | 8000 | 5600 | 4000 | 2800 | 5600 4480 4000 3200 75 1 100
- ~
. @ @ @ @ EA-A-05 5000 | 4000 | 10000 | 7000 | 5000 | 3500 | 7000 5600 5000 4000 80 1 100
Type WLL(T) | Width(mm) Color U 7 <b<as | 7 <b<so W% @ ®
Vertical | Choker | Basket Basket Basket B<45 B<45 EA-A-06 6000 | 4800 | 12000 | 8400 | 6000 | 4200 | 8400 6720 6000 4800 20 1 100
100% 80% 200% 140% 100% 140% 112% EA-A-08 8000 6400 | 16000 | 11200 | 8000 | 5600 | 11200 | 8960 8000 6400 100 1 100
EA0Q05 0.5 17 /25 500 400 1000 700 500 700 560 EA-A-10 10000 8000 | 20000 | 14000 | 10000 | 7000 | 14000 11200 10000 8000 110 1 100
EAO10 1 27 /50 1000 800 2000 1400 1000 1400 1120 EA-A-12 12000 | 9600 | 24000 | 16800 | 12000 | 8400 | 16800 | 13440 | 12000 | 9600 125 1 100
EAO15 15 37 /75 1500 1200 3000 2100 1500 2100 1680 EA-A-15 15000 | 12000 | 30000 | 21000 | 15000 | 10500 | 21000 | 16800 | 15000 | 12000 150 1 100
EA-A-20 20000 | 16000 | 40000 | 28000 | 20000 | 14000 | 28000 | 22400 | 20000 | 16000 180 1 100
EA020 2 4” /100 2000 1600 4000 2800 2000 2800 2240
EA-A-25 25000 | 20000 | 50000 | 35000 | 25000 | 17500 | 35000 | 28000 | 25000 | 20000 200 1 100
EA025 285 5”7 /125 2500 2000 5000 3500 2500 3500 2800
EA-A-30 30000 | 24000 | 60000 | 42000 | 30000 | 21000 | 42000 | 33600 | 30000 | 24000 220 1 100
EA030 S 6” /150 3000 2400 6000 4200 3000 4200 3360
EA-A-40 40000 | 32000 | 80000 | 56000 | 40000 | 28000 | 56000 | 44800 | 40000 | 32000 250 1 100
FAEY @ 87 20 Y AW Bl Y A0 S AR EA-A-50 50000 | 40000 | 100000 | 70000 | 50000 | 35000 | 70000 | 56000 | 50000 | 40000 270 1 100
EA050 5 107 /250 5000 4000 | 10000 | 7000 5000 7000 5600 EA-A-60 60000 | 48000 | 120000 | 84000 | 60000 | 42000 | 84000 | 67200 | 60000 | 48000 | 280 1 100
EA060 6 127 /300 6000 4800 | 12000 8400 6000 8400 6720 EA-A-80 80000 | 64000 | 160000 | 112000 [ 80000 | 56000 | 112000 | 89600 | 80000 | 64000 300 1 100
EA-A-100 100000 | 80000 | 200000 | 140000 | 100000 | 70000 | 140000 | 112000 | 100000 | 80000 320 1 100




