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FORGED D-RINGS
WITH WRAPS

FORGED LEVER e Material: Forged superalloy steel.
e 100%magna flux crack detection.
LOAD BINDER + Sosagoto

e Made from quenched and tempered alloy steel.

e Welding is to be performed by a qual fied welder.
e Extra heavy construction at leverage point to prevent spreading heel

of binder toggles away from load, permitting easy release. r )
¢ Ball and socket swivel joints at hook assemblies permit a straightline pull Model :LLB
Dimensions(mm)
Stock No. A B D H M WLL(T)  Weight(KG)
TLDRW0112 410 780 130  30.0 37.0 1.12 0.40
TLDRW0200 420 880 140  33.0 40.0 2 0.48
TLDRW0315 450 940 170 350 725 315 0.69
TLDRW0530 550 118.0 220 475 51.0 53 1.50
TLDRW0800 705 1400 260 _ 56.5 65.0 8 2.50
TLDRW1000 850 1650 30.0  70.0 90.0 10 425
TLDRW1500 980 189.0 340 _ 770 90.0 15 5.79
SPEC'F’CAT’ONS TLDRW2000 147 278 460 850 121 20 15.1
|
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Mln_-Ma!x LL  Proof load Min ultimate Weight Handle length Dimensions(in.)
chain size (Ibs) (Ibs) load (Ibs) (in.)
(in.) (Ibs) - H1 H2 H3 H4 H5 Hé H7
1/4-5/16 2600 5200 7800 3.52 11.42 18.5 17.3 14.17 11.42 8.27 8.07 0.35
( N
5/16-3/8 5400 10800 19000 8.37 15.43 25.2 23.2 19.49 15.55 11.22 11.22 0.51
3/8-1/2 9200 18400 28000/33000 12.11/12.20 17.24 285 26.38 22.05 17.64 12.99 12.20 0.59
1/2-5/8 11000 22000 44000 19.7 21.00 33.86 3012 2578 2087 1437 1437 074 MUtI -D|reCt|ona| US|ng Llftlﬂg SW|Ve|
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FORGED RATCHET LOAD BINDER Dimensions(mm) wilm
Stock No. Size DxE A B c G T w ] 90° 0° Weight(KG)
TLDLS0813 M8x13 55.0 360 155 520 440 300 130 03 06 0.43
TLDLS1019 M10x19 550 36.0 155 52.0 440 30.0 130 045 09 0.45
=3 TLDLS1219 M12x19 550 36.0 155 52.0 440 300 13.0 05 1 0.46
TLDLS10318 __ M12x31.8 550 360 155 520 440 30.0 130 05 1 0.47
< TLDLS1422 M14x22 550 36.0 155 52.0 440 30.0 130 112 2 0.48
TLDLS14318 M14x31.8 550 36.0 155 520 440 300 13.0 112 2 0.49
.8 TLDLS16318 M16x31.8 550 36.0 155 520 440 300 13.0 112 2 0.50
N hoA TLDLS2030 M20x30 85.0 60.0 225 81.0 69.0 400 180 2 4 1.57
T L5 openLacLosed 5 @ . TLDLS20318 M20x38.1 850 60.0 225 81.0 69.0 400 180 2 4 1.58
r ppe— ) : I\/IodeL ‘RLB TLDLS2230 M22x30 850  60.0 225 810 690 400 180 2 4 158
TLDLS22381 M22x381 85.0 60.0 225 81.0 69.0 _ 40.0 180 2 4 1.59
2 TLDLS2430 M24x30 850 60.0 225 81.0 690 400 180 3.15 6.3 1.61
[DLS2438T M24x38.1 850 600 225 810 69.0 400 180 3.15 63 1.62
TLDLS2735 M27x35 850 60.0 225 81.0 69.0 400 180 3.15 63 1.62
SPECIFICATIONS TLDLS3035 M30x35 1150 80.0 265 110.0 900  50.0 250 53 106 3.72
7 N TLDLS3050 M30x50 115.0 80.0 26.5 110.0 90.0 50.0 25.0 53 10.6 3.75
TLDLS3335 M33x35 1150 800 265 1100 90.0  50.0 250 8 8 3.75
S TLDLS3350 __ M33x50 1150 _80.0 265 1100 900 _ 500 250 8 8 3.77 Model :DLS
Min-max o o g Minultimate o enath Dimensions(in.) TLDLS3654 M36x54 1150 800 265 1100 900 _ 500 250 8 8 3.81
chain size roof loa load 9 and’e leng TLDLS3958 M39x58 1150 80.0 265 110.0 900  50.0 250 8 8 3.86
(in) (Ibs) (Ibs) (Ibs) (Ibs) (in.) L1 L2 L3 L4 L5 L6 L7 L8
|
1/4-5/16 2600 5200 7800 352 7.16 716 089 177 1622 2126 17.79 22383 035 L
5/16-3/8 5400 10800 19000 10.50 13.42 13.92 130 260 2264 3064 2525 3324 0.51
3/8-1/2 9200 18400 33000 12.90 13.92 1392 130 260 2413 3213 27.04 33.04 0.59
1/2-5/8 13000 26000 46000 14.38 13.92 13.92 130 260 2645 3445 30.07 3807 0.74
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